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ABP X93 - EN ISO 17672 CuP 180 - Kopar-fosfor-hardlédmalmur

Eiginleiki

Vara

Audkenni skjals
Utgafa

Gildir fra
Tungumal
Voruflokkur

1. Audkenning véru

Eiginleiki

EN ISO 17672
EN 1044

DIN 8513
AWS A5.8

EN 1044 hefur verid afturkalladur og EN I1SO 17672 komid i stadinn; heiti eru synd til samanburdar.
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islenska
Kopar-fosfér-hardléomalmur

Gildi
CuP 180
CP 202
L-CuP7
BCuP-2

2. Efnasamsetning (massa-%)

Frumefni
Kopar (Cu)
Fosfor (P)

Lagm.

6.6

3. Ohreinindi (ham. massa-%)

Eiginleiki

Al (Al)

Bi

Kadmin (Cd)
Bly (Pb)

Sink (Zn)

Zn + Cd
Annad, samtals

4. Edliseiginleikar

Eiginleiki
Braedslubil
Edlismassi
Togstyrkur

Samsetningarbil samkveemt tilgreindum stadli; edlisfraedileg gégn eins og Advanced Brazing Products birtir pau.

5. Afhendingarform

Vir, sténg, pynna og mauk

6. Oryggi

Sja o6ryggisblad (SDS) vardandi medhondlun, persénuhlifar, loftreestingu og skyndihjalp.

7. Heimildir

Gildi

= 0.01
= 0.030
= 0.010
= 0.025
= 0.05
= 0.05
= 0.25

Gildi
710-820 °C
8.1 g/cm?
250 N/mm?

Nafngildi
93 (afgangur)
7

Heiti og samsetningarbil samkvaemt EN ISO 17672 / ISO 3677. Birt vorugégn Advanced Brazing Products (www.advanced-brazing.com).

Fyrirvari

Upplysingarnar hér eru taldar réttar vid birtingu, en Advanced Brazing Products Ltd. veitir enga 4byrgd & peim. Oll sala fer fram samkvaemt almennum sélu-
og afhendingarskilmalum Advanced Brazing Products Ltd.
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